SANITARY SEWER AND WATER
THERE ARC NO NZW OR PROPOSED EXTLRIOR SANITARY SEWER CR WATERMAN
CONNECTION ON THE EXTERIOR OF THE BUILDING.
SITE GRADING

G1 REMOVE AND DISPOSE OF EXCESS WATERIAL OFFSITE.

2 Wéi;cra;r AREAS TO RECEIVE SEECING OR LANDSCAPING A MINMUM OF 4
INCHE.

PROVIDE AND INSTALL 4 INCHES OF TOFSOIL ON AREAS IO BE SEEDED OR
LANDSCAPED.
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CONCRETE
ALL_EXTERIOR CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE
SHALL EE TYPE

K . CEMENT 1_MEETNG THE
REQUIREVENTS OF ASTM CIS0. AR CONTENT SHALL EE 5 TO 7X WATER
CEMENT RATIO SHALL BE 0.45 OR LESS.

€2 CONTRACTOR IS REQUIRED TO SUBMIT A CONCRETE MIX DESIGN AND MATERIAL
SUBWITTAL

2

JOINTING SHALL BE AS SHOWN ON THE PLANS. CONIRACTION JOINTS MAY EE
WED OR TROWELED. CONTRACTION JOINTS SHALL BE NO LESS THAN 1/4
THE DEPTH OF THE CONCRETE. CONSTRUCTION JOINTS SHALL BE REINFOR(
WITH 18" LONG 1/2° DIAMETER DOWELS AT 12 INCHES ON CENTER FOR LOAD
3 CONCRETE KEY WAYS ARE ALLOWED. EXPANSION JONT ARE
ONLY REQUIRED AT ISCLATION JOINTS EXCEPT FOR EXPANSION JOINTS IN QTY
R, SEAL EXPANSION JONTS AND CONSTRUCTION JOINTS IF THE
CONSTRUCTIGN JOINT IS WOER THAN 1/8 INCH.

C4 CONTRACTOR SHALL ENGAGE AND PAY FOR CONCRETE TESTING SERVICES.

PROVIDE A MINIMUM oga:’ TEST FOR CACH 160 CUBIC YARDS OR FRACTION
ION, AIR CONTENT, Ct

UWP. M CURE 4 CYUNDERS PER TEST. TEST CYLINDER!

STRENGTH IN ACCOPDANCE WITH ASTM C31.

SIEWALK IN_CITY RIGHT OF WAY SHALL BE PER CITY REQUREMENTS —
STANDARD DETAL 600-2.

C6 SICEWALK ALONG FERMETER OF BUILDING SHALL BE 4 1/2° THICK WTH FIBER
MESH.

C7 PARKING LOT CONCRETE SHALL BE 5 1/2 INCH CONCRETE WITH FISER MESH
WTH_THE [ OF DUMPSTER. THE 10

CONCRETE P L BE PLA oy
INCHES OF SUSGRADE PREPARATICN.  SCARIFY SUSGRADE A MINIVUM OF
INCHES AND RECOMPACT AT OPTIMUM MOSTURE PLUS CR MINUS 5X TO 95%
OF WAYIMUM DRY DENSITY AS DETERMINED BY ASTM 695.

MISCELLANEOUS
M1 EXISTING BOLLARDS BY AIR CONDITION UNITS ARE TO REMAIN.
V2 PROVIDE AND INSTALL 42 EACH CONCRETE BUMFER BLOCKS.

PARKING LOT STRIPING & SIGNAGE

NON-ADA STRIPING SHALL BE 4 INCHES WIDE NON REFLECTORIZED YELLOW
PAINT MEETING THE REQUIRENENTS OF AASHTO M28 APPLIED AT A RATE OF
10 SOUARE FEET PER GALLON.

P2 ADA STRIPING FCR LANES AND SYVBCLS SHALL BE BLUE PAINT MEETING THE
l;g‘uh?suzﬂrs OF AASHTO M28 APPUED AT A RATE OF 110 SQUARE FEET
GALLON.

P3 PROVIDE AND INSTALL 2 EACH ADA SIGNS AND POSTS — ONE SIGN TO SHALL
INDICATE "VAN ACCESSIBLE”. SIGNS MUST INDICATE $100 FINES. o
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TREE_PLANTING DETAIL
TYPICAL FOR ALL DEGDUOUS. SINGLE- TRUNK. TRES TS

LANDSCAPING

L1 CONTRACTOR REQUIRED TO LOCATE UTIITIES BEFCRE DIGGING.

L2 PLANTING BEDS SHALL GE INSTALLED WITH PLUS OR MNUS 3/4" CRUSHED
ROCK TO A DEPTH OF 47 PLANTNG EEDS SHALL ALSO INCLUDE 6~
COMMERCIAL __GRADE ~ LANDSCAPE  EDGING  AND__ LANDSCAPE  FABRIC
MANUFACTURED SPECGFICALLY FOR PLANTING BED UNDEPLAYMENT.

3 CONTRACTOR SHALL PROVIDE WRITTEN WARRANTIES — CONFORMING TO THE
FOLLOWNG:

IRRIGATION
11 OWNER WLL CONTRACT WITH OTHERS TO REPLACE IRRIGATION.
CONTRACTCR TO COCROINATE.

SEEDING

S1 QLEAR AND GRUB SITE EEFORE SEEDING ENSURING THAT THE SITE IS IN A
SMOOTH _CONDITION WITH NO DEBRIS OR ROCKS LARGER THAN 2° IN DIAMETER.
KILL WEEDS BLFORE SEEDING.

52 iRRICATED AREA SEED MIX - SEED SHALL BE APPLIED AT 5 LES/100 SY.
SEED VARETY SHALL BE B5% 'PARK™ KENIUCKY BLUE CRASS AND 15%
ARCTARED™ CREEPING RED FESCLE OR "DURAR™ HARD FESCUE OR APPROVED
EQUAL _PERCENT UVE SEED SHALL BE 85X FOR BOTH VARIETES. IF STED
WTH SPECIFIED PERCENTAGE OF PURE UIVE SEED CANNOT BE OSTAINED,
ADCITIONAL SEED MAY BE USED TO BRNG THE AMOUNT OF LIVE SEED UP TO
THE AMOUNT SPECAIED. ALL SEED AND SEEDING MIXTURES SHALL BE FREE

i~ AL PROHIB'TED NOXIOUS WEED SEED AND SHALL NOT CONTAIN MORE THAN

~

o) FURNISH SHRUBS GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS
‘A:M) HEALTHY FOR S0 DAYS MINIMUM FROM CATE LANDSCAPE IS ACCEPTED AS

0.5% BY WEIGHT GF RESIRICIZD NOXIOUS WEED SEEDS.  PROHEITED AND
RESTRICTED NOXIOUS WEEDS SHALL BE THOSE CLASSFIED BY THE STATE SEED b) TREES GUARANTEED TO LIVE AND REMAIN STRONG, VIGOROUS AND HEALTHY
DEPAR, BECOME MOLDY, CR OTHIRWSE FOR ONE YEAR FROM DATE LANDSCAPE IS ACCEPTED AS COMPLETE.

TMENT. SEED WHICH WET,
DAMAGED IN TRANSIT OR IN STORAGE WILL NOT BE ACCLPTABLE.

53 FERMUZE SOL_DURING THE SEEDING PROCESS USING AN APPROPRIATE
APPLICATION FERTLIZER SHALL BE 10-10-10 AND APPLED AT A
RATE OF 4 LBS. PER 1000 SQUARE FEET.

I

LANDSCAPE AREA BETWEEN BUILDING AND SDEWALK ON THE SOUTH SIDE OF
BUILDING SHALL BE INSTALLED WITH LANDSCAFE ROCK MATCHING EXISTING
ROCK AT SOUTH SIS OF EXISTING BULDING. DEPTH OF ROCK SHALL BF 3%
INSTALL LANDSCAPE FABRIC MANUFACTURED SPECIICALLY FCR PLANTING BED

e P E -
UNDERLAYMENT FRIOR TO INSTALLING ROCK. LY -
S4 SEED SHALL BE DRILL SEEDED TO A DEPTH OF 1/4” TO 1/2° AND SHALL BE \_——
EVENLY SPREAD. _AFTER SEED 7

HAS BEEN SOWN, THE SOL SHALL BE ——

REPACKED INMEDIATELY AFTER THE SEED IS A E - T——

AROUND THE SEED. NO SEED SHALL BE PLACED ON DAYS WHERE THE WIND T TR

ISSO STRONG ENOUGH TO PREVENT IT FROM BIING PROPERLY IMBEDDED INTO THE - _- \\
L

S5 AFIER SEED HAS BEEN SOWN, ALL SEEDED PORTIONS OF IHE SITE SHALL BE
HYDROMULCHED ACCORDING TO THE CITY OF BISMARCK'S SPECIFICATIONS FOR
WOCD CELLULOSE FIBER HYDROWULCH.

56 SCEDING/MULCHING SHALL OCCUR OVER ALL DISTURBED PORTIONS OF THE SITE

THAT ARE NOT TO RECEIVE CONCRETE, PLANTING EEDS, BUILDING, OR OTHER
SITE IMPROVEMENTS.

S7 THE SEEDING CONTRACTOR SHALL WATER THE NEWLY SEEDED/MULCHED AREAS
ON_THE SAME DAY THAT SEEDING/MULCHING OCCURS. IF AN IRRIGATION
SYSTEM IS PRESENT AND FUNCTIONING, THE SELDING CONTRACTOR SHALL
ENERGIZE THIS SYSIEM AND ENSURE THAT A WATERING SCHEDULE HAS BEEN
ESTABLISHED BEFORE LEAVING THE SITE.
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NOTE: SEWER & WATER INFORMATION WERE
TAKEN FROW CITY OF BISMARCK PLANS.
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The locations of ex'sting underground uldities
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REQURED STREET TREES. PROVDED STREET IREES: —— NORTH DAKOTA ight @ 2016 by Swenson, 2ca
S o R e s 3 [ 75 |Fmor srer e = UTILIIES UNDERGROUNDLOCATION SERVICE 41 /mts resoce o s of o e oo o o rproctens
REQURED PERWETER PARGNG: PROVIDED PERIMETER PARKING: DG | DWARF QLOBE BLUE SPRUCE | Picea pungans ‘Glouce Giobosa® | 2 Cafon & 1-800-795-0555 in any form or by any mecns withou! the express wrillen permission of
1 TREES PER 25 FEET = 3 TREES 3 TREES. Swenzon Hogen & Co.
S SHRUB PIR 25 FEET = 15 SHALBS 15 S-RUBS
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